Instructions for Dialysis Mem-
branes

For Most Dialysis Procedures:

e  Calculate length of tubing needed by
referencing vol/cm on side of box.

e Allow at least 10% additional length to
allow for expansion/contraction of sample.

e Also allow an additional 2-4 cm on either
end for tubing clamps.

. Soak tubing in distilled water for 20
minutes, and rinse thoroughly in clean dis-
tilled water.

. If preferred, before use, wash tubing inside
and out with distilled water and condition
in dialysis buffer.

e  Clamp one end of tubing, and inject sample
into the open end.

e  Clamp the other end of the tubing, and
immerse the filled tube in dialysis buffer so-
lution.

How Long to Dialyze

Low molecular weight salts and buffers (e.g. Tris-
Cl and KPO4) equilibrate within three hours with
stirring. Equilibration times for viscous samples
will be longer.

Change the dialysis buffer as necessary. Usually
two dialysis buffer changes are sufficient. When
CsCl is removed from equilibrium density gradi-
ent-banded DNA, two equilibrations against
1000-fold volume excess of buffer will decrease
CsCl concentration 10°%fold, to a still-significant
5 uM, and it may be necessary to change buffer a
third time.

Sensitive Assay Membrane Pre-
treatment

If trace amounts of sulfur or heavy metals will
interfere with your procedure, the membrane
should be prepared as described below:

Wearing gloves, cut the dialysis membrane into
the desired length and soak in distilled water for
15 minutes.

Heat the pre-cut membrane for 30 minutes,
while stirring, to 80°C in a large volume of 10 mM
sodium hydrogen carbonate.

Transfer the membranes into a 10 mM Na; EDTA
solution and soak for 30 minutes.

Replace solution with distilled water and stir for
30 minutes at 80°C.

Allow membrane to cool down, and store in a
refrigerator in a 0.05% sodium acide solution, or
a 0.10% sodium benzoate solution. Alternatively,
a 20-50% ethanol solution may be used. Tubing
must always remain submersed.

Membrane Sterilization

Sterilization can be performed after initial soak-
ing and preparation. Membranes should NEVER
be allowed to dry out. The following methods
are approved, but permeability may decease:

. Autoclave (10 min at 121°C and 1 bar)
. Gamma-irradiation
e Ethylene Oxide Gas

Micro-organism Effects

When wet, dialysis membranes are most suscep-
tible to microbes and fungi. Such microbial
growths will impair the dialysis properties of the
material and cause decreased yield and infection
of the sample. Therefore, membranes should not
be left without satisfactory protection against
bacteria and fungi. Store unused, wet mem-
branes submersed in a 20-50% ethanol solution
placed in refrigeration. Storage in a concentra-
tion of 0.05%-0.1% sodium acide is recommend-
ed for preserving serological material.

Packing and Storage

Unused membranes should be stored in the
original polyethylene bag or airtight container in
a cool, dry, dark place. After washing, the mem-
brane might be stored in a 0.85% sodium chlo-
ride solution containing 0.1% formaldehyde.



Anleitung zur Verwendung von
Dialyse-Schldauchen

Fiir die meisten Verfahren:

e Gewinschte Ldnge anhand der Vol./cm-
Angabe auf der Verpackung ermitteln.

. Mindestens 10% draufschlagen, um Volu-
menanderungen der Probe zu ermdgli-
chen,

. 2-4cm pro Ende draufschlagen, um die
Klemmen anbringen zu kénnen,

. den Schlauch fir 20 min und destilliertem
Wasser einlegen,

e bei Bedarf waschen Sie den Schlauch griind-
lich mit destilliertem Wasser und inkubieren
ihn im Puffer vor,

. ein Ende zuklemmen und die Probe in das
offene Ende einfullen,

. das zweite Ende zuklemmen und den
Schlauch in den Puffer geben.

Dialysedauer

Niedermolekulare Salze und der Puffer (z.B. Tris-
Cl oder KPO4) erreichen innerhalb von drei Stun-
den unter Rihren das Gleichgewicht. Bei viskose-
ren Proben erhéht sich die Dauer entsprechend.

Normalerweise sollten zwei Pufferwechsel genu-
gen. Wenn man CsCl aus Gleichgewichts-
Dichtegradienten-DNA abtrennen mochte, wer-
den zwei Gleichgewichtsdialysen gegen das
1000-fache Puffervolumen die CsCl-
Konzentration auf das 10%-fache, immer noch
bedeutsame 5 uM, reduzieren und mdoglicher-
weise muss ein dritter Pufferwechsel erfolgen.

Membran-Vorbehandlung fiir sensible
Proben

Wenn Spuren von Schwefel oder Schwermetal-
len das Verfahren stéren, muss die Membran wie
folgt vorbereitet werden:

Man schneidet sich den gewiinschten Schlauch
mit Handschuhen zurecht und legt in fir 15
Minuten in destilliertem Wasser ein.

Dann erhitzt man die Membran unter Ruhren fur
30 min in einem groen Volumen von 10 mM
Natriumhydrogenkarbonat auf 80°C.

Nun weicht man die Membran nochmals fur
30 min in 10-mM-Nax-EDTA-L6sung ein, dann
wieder 30 min unter Rihren bei 80 °C in destil-
liertes Wasser tauchen.

Nach dem Abkiihlen kann sie im Kiihlschrank in
einer 0.05%-igen Natriumazidldsung oder einer
0.10%-igen Natriumbenzoat-Losung aufbewahrt
werden. Alternativ kann eine 20-50%-ige Etha-
nol-Lésung verwendet werden. Der Schlauch
muss immer vollstandig eingetaucht sein.

Sterilisation der Membran

Nach dem initialen Einweichen und Vorbereiten
kann die Membran sterilisiert werden. Sie darf
dabei niemals vollstandig austrocknen! Folgende
Methoden sind erprobt, die Permeabilitat kann
durch Anwendung dieser Methoden abnehmen:

. Autoklavieren (10 min bei 121°C und 1 bar)
e  Gamma-Bestrahlung
e  Ethylen-Oxid Begasung

Effekte durch Mikroorganismen

Feuchte Membranen sind anfallig fir Mikroben
und Pilze. Solches Wachstum beeintréchtigt die
Dialyseeigenschaften des Materials und kann z.
B. geringere Ausbeute und eine Infektion der
Probe zur Folge haben. Daher sollten sie hinrei-
chend geschiitzt werden und feuchte Membra-
nen immer in einer 20-50%-igen Ethanol-Lésung
im Kuhlschrank aufbewahrt werden. Fir serolo-
gisches Material wird 0,05-0,1%-iges Natriuma-
zid empfohlen.

Verpackung und Aufbewahrung

Unbenutzte Membranen sollten im originalen
PE-Beutel oder in einem anderen luftdicht ver-
schlossenen Behdlter an einem kiihlen, dunklen,
trockenen Ort aufbewahrt werden. Nach dem
Waschen (und Einweichen) kann sie in 0,85%-
iger NaCl-Lésung mit 0,1% Formaldehyd aufbe-
wahrt werden.



Chemical Compatibility

Regenerated cellulose has excellent resistance against organic solvents. Chemical compatibility can be
influenced by various factors, and we recommend that you confirm compatibility with the liquid you

wish to use by performing a trial run before beginning actual dialysis.

Classifications: G - Compatible, F - Limited compatibility (swelling or shrinking may occur),

N - Not compatible; Contact time: 24 hours at 20°C

Solvents Compatibility

Acids Compatibility

Acetonitrile
Benzene Benzyle alcohol
n-Butanol

n-Butyl acetate
Carbon tetrachloride
Cellosolve
Chloroform
Cyclohexane

Diethyl Ether
Diethylacetamide
Dimethyl formamide
Dimethylsulfoxide
Dioxane

Ethanol, 98%

Ethyl acetate
Ethylene glycol
Gasoline

Glycerol

n-Heptane
n-Hexane
Isobutanol
Isopropanol
Isopropyl acetate
Methanol, 98%
Methyl acetate
Methylene chloride
Methyl ethyl ketone
Methyl isobutyl ketone
Monochlorobenzene
Nitrobenzene
N-Pentane
Perchlorothylene
Pyridine
Tetrahydrofuran
Toluene
Trichloroethane
Trichloroethylene
Xylene
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Acetic acid, 25%

Acetic acid, 96%
Hydorchloride acid, 25%
Hydorchloride acid, 37%
Hydorfluoric acid, 25%
Hydorfluoric acid, 50%
Nitric acid, 25%

Nitric acid, 65%
Perchloric acid, 25%
Phosphoric acid, 25%
Phosphoric acid, 85%
Sulfuric acid, 25%
Sulfuric acid, 98%
Trichlorocacidic acid, 25%
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Bases Compatibiliy

Ammonium hydroxide, 1N
Ammonium hydroxide, 25%
Potassium hydroxide, 32%
Sodium hydroxide, 32%
Sodium dydroxide, 1N
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Aqueous solutions

Ammonium fluoride, 20%
Ammonium persulfate
Ferric chloride, 25%
Formaldehyde, 30%
Hydrogen peroxide, 35%
Sodium hypochlorite, 5%







